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-CONOITI~S·FOR UNDERGROUND STORAGE TANK RE"OVAL/ABARDOWNERT 

1. T ANK5 Jlllll l' Rf R£1l10VEO Otn.. Y AFT£1 FIRE D£PARTJIIEWT HISP£CTIOIII. 

?. TwO (2) zn R( porta~lp fire Pxtin~uishers arP to h~ 0~ site within 50' of t~e 
o;)P r· .:,~ i O'l. 

; ~:CJ[!P nr rihf)nn h.o:-ri(<Jr~,.:OS fT'IJ';t hP flrOvirjprl Circling l()' fr0111 the O[Jera~i0'1 or 
hP pncloserl in a ~enc~~ yarrl • 

.l "•<n c;_,.,oking" siqns mus':: he posterl in reactily visihle locations. 

~~n h'J': works all0wed unless tl1e tanks are certifierl oas free. A separate 
Fire Oepartment permit (Code 491) is required for cutting and welding 
c.perations. 

PROCEDURES: 

1. 

2. 

3. 

• ... 

s. 

7. 

8. 

Call 386-1450, 24 hours trior to ~wal to arrange for an appointmeftt. 
Appoint~nts must be con inned hy an Inspector. 

Per~i:s may cover multiple tanks located at a single inspection are~. IF 
arlditional tanks are to he re;11oved at later dates, separate perrnits shall be 
ohtained. 

Additional fees will be chargerl if inspectors are required to work other than 
normal husiness hours. (Normal business hours are 7:30a.m. to 4:30 p.rn.) 

To ensure tanks are completely free of all flammable or comhustible liquids, 
a receipt or certificate must he on site indicating the tan~ has been pumped 
and rinsed with an approved material. Product and rinse water 111USt be 
disposed of in an approverl manner. 

TrJ ensure that the tank atr10sphere has heen i nerter1, one ( 1) pOIJnr1 of dry ice 
(Car'lon Oioxidp\ per 5r1-gallon capacity of the tank must hP. inserterl in the 
tank. (A l,QOO-gallon tank would require 20 pounds of rlry ice.) This s~ould 
he rlone prior to the use of heavy equiprnen~ for excavating • 
a. ~iait a twiniMUift of 60 rninutes for dry ice to vaporize. Vapors shoulr! 

hegin to show at the fill pipe at this time. 

h. 

c. 

A Fire "'arshal's Office Inspector will test with a Carbon Dioxidf> 
TPster. lJhen a rearling of 60% co

2 
is achiever:!, tank removal may begin. 

r.n? fire extinguishers or compressed gas are not to he used for inerting 
purposes. Tllis producP.s static electricity which rnay res1Jlt in an 
Pxplosion. 

Ta.,ks with haffles to prevent rnovement of liquid (or tanks without haffles 
larqpr than 10.000 gallons) must be certifierl gas free by a Marine Chemist or 
a PPtroleum Inrlustry Safety Engineer regularly enqagerl in that husiness prior 
to rel"loval. 

Tanl.;s "'•JSt 1-te re"lOVf'rl frorn the ground and relocated to a remote. approvert 
facility on the n~y that the penmit is issued. 

After the tdnks are removed, the openings shoulrt be sealerl so the CO gas 
wi 11 renain in the tank during transit.. In addition, tanks large en~ugh to 
allow a person to enter it to do r~pair wort should be marked on one side 
wi tn spray paint • .., AHt - I•RT MS•. SCL 04215 
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